What to do about the FC interface

Overview

When you configure the switch as an FCoE-FC gateway, you assign one or more (up
to 12) native Fibre Channel (FC) interfaces and at least one FCoE VLAN interface to
each FC fabric. FC interfaces transport native FC traffic between the proxy gateway
and the storage area network (SAN) FC. This chapter provides information about Fibre
Channel interfaces, its features, and how to configure the Fibre Channel interfaces.
Your software release might not support all the features documented in this module.
For the latest caveats and feature information, see the Bug Search Tool at. An FC SAN
provides an external storage environment for servers by using the FC protocol suite.
Figure 1 shows three FC SAN networking methods. The default type of an FC interface
is F_Port.
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Article Content
Hot
Example: Setting Up Fibre Channel and FCoE VLAN Interfaces in an

To transmit Fibre Channel (FC) traffic between FCoE devices and a storage area
network (SAN) FC switch, you configure a local FC fabric on the gateway. The
gateway FC fabric includes FCoE and

Oct 15, 2025 Hot
Configuring FC interfaces

An FC interface connects to a node (server or disk) or FC switch for transmitting and
receiving FC frames. To connect to an FC interface of a peer device, you must use an
FC interface. An FC

Apr 27, 2026 Hot
Understanding Interfaces on an FCoE-FC Gateway | Junos OS

By default, all of the gateway interfaces are Ethernet interfaces, so you must
explicitly configure the interfaces that you want to use as FC interfaces. You can
configure the FC-capable ports xe-0/0/0

Jul 01, 2025 Hot
What is Azure Virtual Desktop?

Azure Virtual Desktop is a desktop and app virtualization service that runs on Azure.
Deliver a full Windows experience with Windows 11 or Windows 10. Offer full
desktops or use

Sep 28, 2025 Hot
What Is Copilot? Microsoft''s Al Assistant Explained

Microsoft''s Copilot generative Al is popping up on the web, in mobile apps, in the
Edge browser, and especially in Windows. But just what exactly is it?

Sep 23, 2025 Hot
What does it mean if Windows isn''t supported?

What options do | have for staying supported on Windows? There are a few options
for using a supported version of Windows: Recommended: New PC with Windows 11 -
Windows 11 is the most

Feb 28, 2026 Hot

How to check scheduled tasks in Windows
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To keep things simple, | mainly use screenshots taken in Windows 10, as the
interface and functionality are the same in both operating systems. Method

Jan 08, 2026 Hot
What is JTAG and how can | make use of it?

JTAG / boundary scan significantly reduces such development costs because it
provides a simplified interface to control the IO pins used to interact with

Dec 28, 2025 Hot
Open and use a shared mailbox in Outlook

Learn how to open a shared mailbox in Outlook. Shared mailboxes let a group of
users view and send email, and share a calender, and open a contact list from a
common mailbox.

Feb 05, 2026 Hot
Interface GSM Module to Arduino

In this article, we are going to see how to interface the GSM Module with Arduino.
There are different kinds of GSM modules available on the market.

Nov 27, 2025 Hot
Anthropic launches interactive Claude apps, including

Claude users will now be able to call up interactive apps inside the chatbot interface,
with Cowork integration coming soon.

Jul 16, 2025 Hot
Assigning Interfaces to a Fibre Channel Fabric | Junos OS | Juniper ...

When you configure the switch as an FCoE-FC gateway, you assign one or more (up
to 12) native Fibre Channel (FC) interfaces and at least one FCoE VLAN interface to
each FC fabric.

Oct 27, 2025 Hot
Introducing apps in ChatGPT and the new Apps SDK

Apps respond to natural language and include interactive interfaces you can use right
in the chat. For ChatGPT users, apps meet you in the chat and
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Wireshark - Go Deep

© 2026 OptiLink - All rights reserved



Page 4/5

Wireshark provides a display filter language that enables you to precisely control
which packets are displayed. They can be used to check for the presence of a
protocol or field,

Feb 24, 2026 Hot
Configuring an FC Interface

# After the FC interface is configured, check the FC interface status. When the
physical status and link protocol status of the FC interface are both Up, the interface
works normally.

Aug 08, 2025 Hot
Use the Genie interface

Genie is a simplified Databricks interface available to all Azure Databricks users. It is
built for business users to consume the assets created for them in Azure Databricks.

Mar 19, 2026 Hot
Configuring an FC interface

prev up next Changing the port type between a Layer 2 Ethernet interface and an FC
interface home Displaying and maintaining FC interfaces

Mar 27, 2026 Hot
gBittorrent Not Working After Windows Update? 7 Ways

Windows updates can make or break things. If the gBittorrent client isn''t working
after Windows 11 update, here''s what you need to do.

Jan 24, 2026 Hot
What is Jmail? All about the Gmail-like tool going viral

A new web-based tool called Jmail is drawing attention after transforming how users
explore the publicly released email archive linked to Jeffrey Epstein. The platform

Jan 30, 2026 Hot
Configuring an FC or FCoE Interface

When the system MAC address of the stack is switched, the FC interface may become
error-down. You can run the port link-flap threshold 0 command to prevent the FC
interface from entering the error

Feb 25, 2026 Hot

Cisco MDS 9000 Series Interfaces Configuration Guide, Release 9.x
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FEC on Cisco MDS 9000 Series switches should be disabled on 16 Gbps links. Ensure
that enough buffer credits are configured on MDS ports to cover the distance for the
specific frame

Apr 09, 2026 Hot
R6 Pro Settings | Rainbow 6 Siege configs used by pro

Follow in the footsteps of R6''s pro players with the pro settings listed in this guide
Take your R6 gameplay to the next level with pro player settings!
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Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.eedenmarketing.co.za
Email: info@moletenare-ew.co.za

Phone: +86 138 1658 3346

Address: Ningbo, China

This document is for informational purposes only. Specifications subject to
change without notice.

© 2026 OptiLink - All rights reserved


http://www.tcpdf.org

